
Exterior Moulding Installation

Foamcore Mouldings’s products can be cut and trimmed with standard
woodworking tools. They are installed similar to wood trim.

• We recommend cutting moulding 1/4” longer for each 10’ of 
length to insure a tight fit. Use butt joints on all seams, and 
mitered joints at the corners.

• Use PL Premium Adhesive™  on all joints.

• Countersink all fasteners about 1/8 inch and fill with exterior grade 
spackling compound.

USE CORROSION-RESISTANT FASTENERS AND PL PREMIUM™ ADHESIVE

IMPORTANT:
Foamcore Mouldings recommends you check local building codes before installing.  Foamcore Mouldings does not under 
any circumstances warrant the installation of its products. Be sure to wear appropriate protective clothing, gloves and safety glasses 
when working with any tools.

Safety Glasses

Tape Measure

Hammer or Pneumatic Nailer

Nail Countersink

Corrosion-resistant

Finishing Nails

Caulk Gun

PL Premium Adhesive

Spackling Compound

Sandpaper

Pencil

Hight Quality 100% Acrylic 
Paint

Materials Needed

IMPORTANT:
Always use PL Premium 

Adhesive to adhere to walls
IMPORTANT:

Always use PL Premium 
Adhesive on ALL joints

Butt joint recommended 
at end-to-end seams

905-358-3626 www. foamcoremouldings.com

All installation procedures and information listed in this catalog are to be used as guidelines only!
Foamcore mouldings assumes no liability for any damages, including but not limited to personal, incidental or consequential damages resulting from the use or installation of its products.


